GILA RIVER BASIN

09483045 FLOWING WELLS WASH AT TUCSON, AZ

LOCATION.--Lat 32°15'55", long 110°59'40", SW1/4SW1/4 sec.26, T.13 S., R.13 E., Pima County, Hydrologic Unit 15050301, at intersection of
Ft. Lowell Road and Flowing Wells Road in Tucson city limits.
DRAINAGE AREA.--3.53 mi’.

Annual peak discharges

Annual peak . Annual peak .
Water Date discharge Dlscl;arge Water Date discharsge Dlsclt;arge
year (es) codes year (es) codes
1971 08-00-71 1,250 C 1981 04-30-81 220 C
1972 08-12-72 870 C 1982 08-23-82 1,470 C
1973 00-00-73 430 C 1983 08-09-83 943 C
1974 09-06-74 1,150 C 1984 07-22-84 995 C
1975 07-12-75 620 C 1985 00-00-85 356 C
1976 07-11-76 920 C 1986 07-15-86 310 C
1977 09-10-77 225 C 1987 02-25-87 81 C
1978 07-30-78 185 C 1988 08-19-88 438 C
1979 08-12-79 490 C 1989 07-26-89 532 C
1980 02-13-80 330 C 1990 07-24-90 674 C
Discharge rating table developed January 1979
Gage height Discharge Gage height Discharge
(ft) (t6/s) (ft) (t6/s)
2.0 80 6.0 800
3.0 199 7.0 1,060
4.0 364 8.0 1,370
5.0 565 9.0 1,720
Magnitude and probability of instantaneous peak flow based on period of record 1971-90
Discharge, in ft%/s, for indicated recurrence interval
in years, and exceedance probablility, in percent
2 5 10 501 100+
50% 20% 10% 2% 1%
524 911 1,200 1,920 2,260
Weighted skew (logs) = -0.17
Mean (logs) = 2.71
Standard dev. (logs) = 0.29
+ Reliability of values in column is uncertain, and potential errors are large.
Basin characteristics
Rainfall intensity, 24-hour
Main Mean Mean
channel Stream basin Forested Soil annual 2-year 50-year
length . area . s ! ;
slope (mi) elevation (percent) index precipitation (in) (in)
(ft/mi) (ft) P (in)
32.1 4.2 2,380 0.0 1.0 11.0 1.9 4.2




ANNUAL PEAK DISCHARGE, IN CUBIC
FEET PER SECOND

GILA RIVER BASIN

09483045 FLOWING WELLS WASH AT TUCSON, AZ--Continued
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